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June 2015

Galaxia18 - 60° 30w

e Superior efficacy and light output -

o Low thermal resistance

e Superior reliability, optimised die positioning.

o Specified, targeted and tested hot, at real world
operating temperatures.

e Consistant colour control.

LED Qty 1
LED Type CITIZEN( (CLLO32-1208A5)
LED Power 26w
System Power 30w
LED Efficacy 105Im/w @ 480mA
cor Neutral White 4000k
Warm White 3000k
Luminous Neutral White 1900Lumens + 10%
Flux Warm White 1800 Lumens + 10%
Rl Neutral White Ra > 90
<§_\ Warm White Ra > 90
TSI, 9|
Primary Voltage AC220-240v
- § 2 Secondary Voltage DC34v -40v
- Secondary Current 700mA (Constant Current)
Driver Tridonic
Operating Temp -20°C to 50°C
180 Ingress Protection P44
LED Certification LM80
Weight 6609
Why Genuine Is Important ? chhI!h!—EgEeD Install Spacing 1.0-3.0m
Product Colour White - Black

Galaxia18 - Plug and Play Options

Lens Options

Clear
Standard

N A

Matte White
Standard

Diffused
Optional Extra

Reflector Options

Matte Silver
Optional Extra

A | 51%5 7 |C€| £ |RoHS

Matte Black
Optional Extra

SeerLED Pty Ltd recommends fitting luminaire and driver in accordance with national / state building regulations and AS/NZ3000 standard.

SeerLED Pty Ltd Australia
P: 1800 790 923 E: sales@seerled.com.au

PO BOX 3114, Monash Park, NSW, 2111
W: www.seerled.com.au
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SUSTAINABLE LIGHTING SOLUTIONS

Photometric - Galaxia18 - Warm White 3000k CRI90 - Clear Lens

Galaxia18
June 2015

Galaxia18-20T-930 Light outputratio
0
L s0e LOR 100 %
J150° 150° ULOR 0%
DLOR 100 %
5 L || R 0.00 (0:100)
-120 120 BLF 100 1M 568 26400 79.24cm
LUMINANCE cd/(m?)
-90° g0°||_G(DEG) | C0/180 | C90/270 .
85 54 73 392.1,662.3Ix 158.48cm
80 36 57
75 83 64
-60° 60° 70 265 133 3m
65 909 782 174.2,294.41x 237.72cm
300 300 60 1014 964
0° 55 1236 1110
AVERAGE BEAM ANGLE(50%):44.4 DEG 50 1666 1452 M e Seo
Utilization Factors
Room Reflectance Room Index
Ceiling| walls| Floor 080 100 125 150 200 250 3.00 400 500 -
70 | 50 | 20 88 93 97 100 103 105 107 109 111 627310600 396.21em
SHR Nom = 0.75 SHR Max = 0.75 _ i
According to DIN EN 13032-2 2004 Height  EavgEmax Diameter

Photometric - Galaxia18 - Neutral White 4000k CRIQO - Clear Lens

Galaxia18-20T-940 Lightoutputratio
0
L rs0r LOR 100 %
1500 150° ULOR 0%
DLOR 100%
B L || R 0.00 (0:100)
-120 120 BLF 100 || 1™ [ 64727861 79.08cm
LUMINANCE cd/(m?)
90° 90°|| G(DEG) | CO/180 | C90/270 .
85 53 76 411.6,696.61x 158.16cm
80 35 60
75 79 67
-60° 60° 70 268 136 3m
s e -~ 182.9,309.61x 237.24cm
300 300 60 1077 1022
0° 55 1317 1181
AVERAGE BEAM ANGLE(50%):44.8 DEG 50 1766 1537 M e TN ST
Utilization Factors
Room Reflectance Room Index
Ceiling| walls| Floor 080 100 125 150 200 250 300 400 500 .
70 | 50 | 20 88 93 97 100 103 105 107 109 111 65.86,111.5 395:40cm
SHR Nom =0.75 SHR Max =0.75 ) :
According to DIN EN 13032-2 2004 Height  EavgEmax Diameter

SeerLED Pty Ltd recommends fitting luminaire and driver in accordance with national / state building regulations and AS/NZ3000 standard.

Subject to change without notice.

SeerLED Pty Ltd Australia

P: 1800 790 923 E: sales@seerled.com.au

PO BOX 3114, Monash Park, NSW, 2111
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SUSTAINABLE LIGHTING SOLUTIONS

Photometric - Galaxia18 - Warm White 3000k CRI9O0 - Frosted Lens

Galaxia18
June 2015

Galaxia18-20T-930 Lightoutputratio
0
L rs0e LOR 100 %
1500 150° ULOR 0%
DLOR 100 %
B S| R 0.00 (0:100)
-120 120 BLF 1.00 Tm 654.0,1288Ix 140.37cm
LUMINANCE cd/(m?)
90° g0°| | G(DEG) | C0/180 | C90/270 .
85 111 170 163.5,321.91x 280.74cm
80 110 157
75 629 248
-60° 60° 70 2761 1567 3m
65 7520 4864 72.66,143.1Ix 421.11cm
300 200 60 12719 | 10353
0° 55 17020 | 15555
AVERAGE BEAM ANGLE(50%):70.3 DEG 50 20784 | 19986 AM a0 CRpT
Utilization Factors
Room Reflectance Room Index
Ceiling| Walls| Floor 080 100 125 150 200 250 300 400 500 -
70 | 50 | 20 70 78 8 90 96 99 102 105 107 26.16,51.500 701.85¢m
SHR Nom =1.00 SHR Max = 1.05 ) _
According to DIN EN 13032-2 2004 Height  EavgEmax Diameter

Photometric - Galaxia18 - Neutral White 4000k CRI90 - Frosted Lens

Galaxia18-20T-940 Lightoutputratio
a0 LOR 100 %
150° 150° ULOR 0%
DLOR 100 %
FFR 0.00 (0:100)
-120° 120° BLF 1.00 m 683.2,1345Ix 140.42cm
LUMINANCE cd/(m?)
-90° 00| | G(DEG) | C0/180 | €90/270 .
85 115 179 170.8,336.3Ix 280.85cm
80 116 165
75 658 260
o o 0 280 105 3m 75.91,149.5Ix 421.27cm
65 7868 5157
230 200 60 13309 | 10825
0° 55 17792 | 16262
AVERAGE BEAM ANGLE(50%):70.3 DEG 50 21718 | 20890 4m R0 e
Utilization Factors
Room Reflectance Room Index
Ceiling| Walls| Floor 080 100 125 150 200 250 300 400 500 .
70 | s0 | 20 70 78 85 90 96 99 102 105 107 27.33,53.801x 70211em
SHR Nom =1.00 SHR Max = 1.05 )
According to DIN EN 13032-2 2004 Height  EavgEmax Diameter

SeerLED Pty Ltd recommends fitting luminaire and driver in accordance with national / state building regulations and AS/NZ3000 standard.

Subject to change without notice.

SeerLED Pty Ltd Australia

P: 1800 790 923 E: sales@seerled.com.au

PO BOX 3114, Monash Park, NSW, 2111

W: www.seerled.com.au
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SUSTAINABLE LIGHTING SOLUTIONS

Standard Order Table -

Galaxia18 Downlight

Galaxia18
June 2015

Model Code ccT Trim Reflector Lens Driver

Galaxia18 Galaxia18.N.W.W.C Neutral White Matte White Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.W.W.F Neutral White Matte White Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.W.S.C Neutral White Matte Silver Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.W.S.F Neutral White Matte Silver Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.W.B.C Neutral White Matte Black Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.W.B.F Neutral White Matte Black Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.B.W.C Neutral Black Matte White Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.B.W.F Neutral Black Matte White Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.B.S.C Neutral Black Matte Silver Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.B.S.F Neutral Black Matte Silver Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.B.B.C Neutral Black Matte Black Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.N.B.B.F Neutral Black Matte Black Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18. W.W.W.C Warm White Matte White Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.W.W.F Warm White Matte White Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.W.S.C Warm White Matte Silver Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.W.S.F Warm White Matte Silver Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.W.B.C Warm White Matte Black Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.W.B.F Warm White Matte Black Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.B.W.C Warm Black Matte White Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.B.W.F Warm Black Matte White Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.B.S.C Warm Black Matte Silver Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.B.S.F Warm Black Matte Silver Diffused Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.B.B.C Warm Black Matte Black Clear Tridonic LCBI 35w 700mA TEC SR
Galaxia18 Galaxia18.W.B.B.F Warm Black Matte Black Diffused Tridonic LCBI 35w 700mA TEC SR

Driver Options

Model Manufacturer Warranty Dimming C-Bus
LCI 35w 700mA TEC SR™ Tridonic 5yrs No No
LCAI 35w 350mA-900mA ECO SR Tridonic 5yrs DALI/ DSI/ SwitchDIM Yes

WAl luminaires are provided with Non Dimmable driver as standard. DALI Dimmable or Triac dimmable options must be documented at the time of

purchase.

Dimmer Compatability

Manufacturer

Model Type

Luminaire Qty

Dimming %

Notes

Clipsal

30PBBP

Momentary Action

1 -64pcs

10% - 100%

Switch dimming DALI driver only

W If you have a dimmer that is not on this list, please inform SeerLED before purchasing. Testing may be required to ascertain if the dimmer is
compatible with this light and driver combination.

SeerLED Pty Ltd recommends fitting luminaire and driver in accordance with national / state building regulations and AS/NZ3000 standard.

Subject to change without notice.

SeerLED Pty Ltd Australia

PO BOX 3114, Monash Park, NSW, 2111
P: 1800 790 923 E: sales@seerled.com.au

W: www.seerled.com.au
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SUSTAINABLE LIGHTING SOLUTIONS

Wiring Diagram

June 2015

Non - Dimming

N L
o
220-240v
50/60Hz
Unit 1
o N Tridonic Talexx ~ — LED @
o L LCI 35w 700mA  + LED o
TEC SR
PRI SEC
Galaxia18
Unit 2
o N Tridonic Talexx ~ — LED @
o L LCI35w700mA  + LED o
TEC SR
PRI SEC
Galaxia18
Unit 12
o N Tridonic Talexx ~ — LED o
o L LCI 35w 700mA  + LED o
TEC SR
PRI SEC
Galaxia18
E N L @ | DALI/DSI Controller
o o] o) —
220-240v
50/60Hz i Select Resistor Plug
700mA Green 0700 22kQ
Art No: 28000278
10 .
=z ECOSR Unit 1
=
DAIN
O +LED o
;gzt‘ W - lepo
pe I sel o
o el ——]
me
™Mo Galaxia18
1@ Tridonic Talexx
= LCAI 35W 350mA-900mA .
2 4 ECOSR Unit 2
DAN
O +LED o
Igzt‘ W -lepo
1sel O
bort =
m™e
m™e Galaxia18
A
|
i
3 ® Tridonic Talexx Y
= LCAI 35W 350mA-900mA ;
2 x ECOSR Unit 64
DAN
O +LED o
ISZE Y —LeDo
1sel o
o a1
m™e
m™e Galaxia18

SeerLED Pty Ltd recommends fitting luminaire and driver in accordance with national / state building regulations and AS/NZ3000 standard.

Subject to change without notice.

SeerLED Pty Ltd Australia

PO BOX 3114, Monash Park, NSW, 2111

P: 1800 790 923 E: sales@seerled.com.au  W: www.seerled.com.au
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Galaxia18
June 2015

Wiring Diagram

SwitchDIM

220-240v
50/60Hz

Bell Press Momentary
Action Switch

(o}

i Select Resistor Plug
700mA Green 0700 22kQ
Art No: 2800027

7® Tridonic Talexx
° = LA 351 350mi-s00mA Unit4
_E
DAN O +LED o]
;g:// ': [
IDA/L | sel ©
=)
I™e
™o Galaxia18
=]
1S Tridonic Talex
- LCAI 35W 350mA-900mA
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_E
DAN O +LED o]
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I™e
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!
|
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- LCAI 35W 350mA-900mA
e SR Unit 64
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doun e
IDA/L | sel O
=)
Im™e
Im™e Galaxia18

SeerLED Pty Ltd recommends fitting luminaire and driver in accordance with national / state building regulations and AS/NZ3000 standard.

Subject to change without notice.
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